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THERE IS SO MUCH TO PRINT IN THIS WORLD DO IT WITH INFINITI FINA
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FINA 180TX

PRODUCT
PRINT TECHNIQUE
MAX MEDIA WIDTH
MAX PRINTING WIDTH
MIN PRINTING WIDTH
OUTPUT (f2/ h)
(Designed values not from measurment)

DISPLAY

INKTYPE

INK SUPPLY MODE
INKINSPECTION
PRINTING DRIVE
OPERATION PLATFORM
MEDIA TRANSMISSION
MEDIA PROCESSING
MEDIA WIDTH AUTO DETECTOR
PRINT HEAD HEIGHT
SYSTEM CERTIFICATION
MEDIATYPE

CLAMP

PRINT HEAD CLEANING SYSTEM
SAFETY SYSTEM

PRINT INTERFACE

NOISE

PRINTER SIZE/WEIGHT
PACKAGE SIZE/WEIGHT
INPUT VOLTAGE

POWER

WORKING ENVIRONMENT

10500 NW 29th Terrace Miami FL 33172
T305.477.6333  1.877.398.6466
www.infiniti-dt.com

INFINITI FINA180TX

XAAR 126/ 35 pl

71.65"

70.86"

MODE OUTPUT
3 pass 400

4 pass 260

6 pass 190

LCD DISPLAY WITH 8 KEY PANEL

Solvent disperse CMY K

300ml/min auto ink supply by electric pumpp / Main tank 800ml/color
AUTO / MANUAL INK SUPPLY

FINA RIP & OTHER DRIVERS

MULTI OPERATION PLATFORM ( WINDOWS2000/XP/ETC)
ROLL MEDIA OR SHEET MEDIA

AUTO FEEDING SYSTEM

OPTIONAL

LEVES ADJUSTABLE / 2mm to 3.5mm above media

CE MARK

Window film, polyester fabric, etc.

MANUAL ADJUSTMENT MEDIA WIDTH

MANUAL POSITIVE PRESSURE CLEANING & AUTO CLEAN
SAFETY LOCK WITH AUTO SHUTTING DOWN FUNCTION
HIGH SPEED USB2.0 INTERFACE

PRINTING STATUS 56dB / WAITING STATUS 40 db /1S07779
120"x 35"x 55"/ 792 LBS

124"x 38"x 66"/ 1056 LBS

AC220V / 50Hz, AC110V / 60Hz

AC 220V DRY SYSTEM 3500W

TEMPERATURE : 20°C TO 26 C (68 F TO 79°F)

HUMIDITY : 40%~60%
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FINA

INFINITI FINA COMES IN DIFFERENT MODELS TO FIT YOUR BUSINESS NEEDS



